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DSV

D01
STEALTH

D.S.V. 
D01 INLET
STEALTH

a v a i l a b l e  c o n f i g u r a t i o n s

D01 Inlet - Stealth

DSV D01 INLET
STEALTH

D01 inlet seri es -   featuring 35 mm low-profile button with activation-safe design, 
1st Gen Piston System with three flow gradations (150-285 l/min), 3 kg activation force 
for precise control. Advanced 359° Rotation Mechanism with safety lock for anti-entangle-
ment. Seeger ring maintenance system for straightforward piston access.

D01 Seri es -  port specs - Available in two configurations, the valves are tailored for 
integration with either small-fit (36 mm / 1.42 “) or large-fit (48 mm / 1.89 “) ports, providing 
flexibility for seamless integration with various dry suit setups.

port     f it   t y pe

Available in two configurations, the valves are tailored for integration 
with either small-fit or large-fit ports, providing flexibility for seamless 

integration with various dry suit setups.

Fits D01 Series 
Ports

S - Fit
Configured for integration with 

small dry suit ports 
(36 mm / 1.42 “).

 (Compatible with Si-Tech ports)

L - Fit
Configured for integration with 

large dry suit ports 
(48 mm / 1.89 “). 

(Compatible with Apeks ports)

S-
Fit

 Port (3
6 mm / 1.42 “)

L-
Fit

 P

ort (4
8 mm / 1.89 “)

D01
Series
D . S . V .

s i z e  a n d  w e i g h t  s p e c i f i c a t i o n s

26,2 mm
1,03 “

D01 Inlet - Stealth

s y s t e m  f e a t u r e s

D01

S T E A L T H

L I D
D E S I G N

D01 Stealth Lid
Durable, 

Reinforced structure, 
Pentagon-shaped design.

features a 35 mm low-profile button design, seam-
lessly integrated to minimize the risk of accidental 

activation. Its 1st Gen Piston System provides reliable 
performance with three flow gradations and flow rates 
ranging from 150 l/m to 285 l/m. With a 3 Kg activa-

tion force, it ensures advanced control and precision in 
every operation.

I N F L A T I O N  S P E C S

STEADY CONTROL, TOTAL RELIABILITY
Equipped with an advanced 359° Rotation Mechanism, 
this system enables nearly full rotation while a preci-

sion-engineered safety lock prevents accidental over-twi-
sting or LP hose entanglement. Designed to optimize 
hose alignment and reduce strain on connections, it 

combines freedom of movement with secure positioning, 
resulting in a tangle-free setup that enhances safety, 

flexibility, and long-term reliability.

R O T A T I O N A L  C O N T R O L  S P E C S

FULL-RANGE SAFETY-LOCKED ROTATION
M A I N T E N A N C E  S Y S T E M

QUICK, SIMPLE MAINTENANCE
 features a Seeger ring system, allowing strai-

ghtforward access to the internal piston,
By releasing the retaining ring, the valve opens easily, 

enabling routine maintenance with minimal effort.

1 s t G E N E R A T I O N P I S T O N
U P T O 2 8 5 l / m O F F L O W C A P A C I T Y

35 m m L OW - P R O F I L E B U T TON

ROTATIONAL CONTROL
S P E C S
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FREE

ROTATION
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359° Safety Rotation
Full rotation with safety 
lock, ensuring optimal 

hose alignment and pre-
venting entanglement.

3 Levels of Inflation 
Flow Gradient

Min rate (activation): 150 l/m
Max rate (stroke): 285 l/m

3
 l/m

- 285
MAX

150
MIN

15
0 l/

m

17
0 l/

m

27
5 l/

m

1st Gen Piston
A durable and depen-

dable design with 3 flow 
gradations, this system 
sets the foundation for 
reliable inflation control 
using traditional piston 

mechanics.

1ST
GENERATION
P I S T O N

I
Actuation

Force
N F L A T E

3KG

3 Kg. Inflation 
Actuation Force

3 Kg activation force, en-
sures advanced control 
and precision in every 

operation.
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S E E G E R  R I N G  S Y S T E M

19,8 mm
0,78 “

0 mm/“

Weight:

127,9 gr / 4,5 oz73,2 mm
2,88 “

Inflate Button
Diameter: 35mm / 1.38”

Integrated Low profile

35 mm

1,38 “

I N F L A T E

Button
Specs.
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