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OPV

E01
SOLO TE

O.P.V. 
E01 SOLO
TYPE E

Fits E01 Series 
Flanges

a v a i l a b l e  c o n f i g u r a t i o n s

pu  l l  k no  b s  /  m outhpiece       

E01 Solo TE

S O L O
P O R T

T E C H N O L O G Y

O.P.V.  E01 SOLO 
TYPE E

E01 solo seri es -  Features patented Solo Port Technology, delivering advanced 
fluid management in a single compact device. It integrates dual inflation modes 
(oral and via LP hose), manual exhaust, and overpressure functionality, providing 
reliable control and adaptability in a streamlined system.
Type E P.Knob - 36 mm / ~1.42” of pipe extension, designed specifically for oral use, 
offering simple and reliable functionality.

E01 Seri es -  flange specs -  Designed for the E01 series flanges: Diameter 35 
mm, Collar height 5-6 mm, Trapezoidal thread with 1.5 mm pitch

E01
Series
O . P . V .

Merging P.Knob and Mouth Piece functions into a unified system that 
serves as both manual exhaust control and extension of the inflation 

pipe, offered in three versions for varying functional needs.

36 mm ~1.42” 71 mm ~2.80”64 mm /  2.52”

Type E
36 mm / ~1.42” of pipe 
extension, designed 

specifically for oral use, 
offering simple and reliable 

functionality

Type G
71 mm / ~2.80” of pipe 

extension, supports both 
LP hose and oral use, fea-
turing a metal alloy QDC 
for LP hose connection, 

ensuring superior durabili-
ty and reliability.

Type F
64 mm / ~2.52” of pipe 

extension, supports both 
LP hose and oral use, offe-
ring greater versatility and 

balanced functionality.

s i z e  a n d  w e i g h t  s p e c i f i c a t i o n s

86,6 mm 
3,41 “

36 mm 
1,42 “

43
 m

m
1,6

9 
“

14,75 mm 
0,58 “

Weight:

19,94 gr / 0,7 oz

Integrates Solo Port Technology, 
featuring dual inflation modes (oral and via LP hose), 

manual exhaust, and overpressure functionality 

L I D  D E S I G N

E01 SOLO

14,75 mm 
0,58 “

E01 Solo Lid

E01 Solo TE

s y s t e m  f e a t u r e s

PULL KNOB
MOUTH PIECE

T Y P E  E
Type E P.Knob

36 mm / ~1.42” of pipe 
extension, designed 

specifically for oral use, 
offering simple and reliable 

functionality

F L A N G E
F I T

E01
S ERIES

FLANGES

E01 Series Flanges Fit
Flange diameter ~35 mm / ~1.38” 

Low profile 
Min collar height ~5.4 mm / ~0.21” 
Trapezoidal thread, 1.5 mm pitch

E X H A U S T
C A P A C I T Y

250
l/m

250 L/min 
maximum exhaust 

capacity

E01

S O L O

L I D
D E S I G N

Y
G

OLONHC

E
T   

  
  

  T
EC H N O L OG

Y        

PATENTED

S O L O
P O R T

T E C H N O L O G Y

E01 Solo Lid
Solo Lid with integrated 
Solo Port Technology: 
Advanced fluid control 

with overpressure 
system and dual inflation  

(oral and LP hose) in a 
compact device.

S O L O
P O R T

T E C H N O L O G Y

extends the pipe by 36 mm / ~1.42”, 
designed specifically for oral use

P . K N O B  S P E C S

TYPE E

manual exhaust
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A I R  M A N A G E M E N T  D E V I C E S

S C U B A  D I V I N G
A I R  M A N A G E M E N T  D E V I C E S

Over Pressure Valves > Series:		 Type: Over Pressure Valves > Series:		 Type:
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OPV

E01
SOLO TE

O.P.V. 
E01 SOLO
TYPE E

Fits E01 Series 
Flanges

a v a i l a b l e  c o n f i g u r a t i o n s

pu  l l  k no  b s  /  m outhpiece       

E01 Solo TE

S O L O
P O R T

T E C H N O L O G Y

O.P.V.  E01 SOLO 
TYPE E

E01 solo seri es -  Features patented Solo Port Technology, delivering advanced 
fluid management in a single compact device. It integrates dual inflation modes 
(oral and via LP hose), manual exhaust, and overpressure functionality, providing 
reliable control and adaptability in a streamlined system.
Type E P.Knob - 36 mm / ~1.42” of pipe extension, designed specifically for oral use, 
offering simple and reliable functionality.

E01 Seri es -  flange specs -  Designed for the E01 series flanges: Diameter 35 
mm, Collar height 5-6 mm, Trapezoidal thread with 1.5 mm pitch

E01
Series
O . P . V .

Merging P.Knob and Mouth Piece functions into a unified system that 
serves as both manual exhaust control and extension of the inflation 

pipe, offered in three versions for varying functional needs.

36 mm ~1.42” 71 mm ~2.80”64 mm /  2.52”

Type E
36 mm / ~1.42” of pipe 
extension, designed 

specifically for oral use, 
offering simple and reliable 

functionality

Type G
71 mm / ~2.80” of pipe 

extension, supports both 
LP hose and oral use, fea-
turing a metal alloy QDC 
for LP hose connection, 

ensuring superior durabili-
ty and reliability.

Type F
64 mm / ~2.52” of pipe 

extension, supports both 
LP hose and oral use, offe-
ring greater versatility and 

balanced functionality.

s i z e  a n d  w e i g h t  s p e c i f i c a t i o n s

86,6 mm 
3,41 “

36 mm 
1,42 “

43
 m

m
1,6

9 
“

14,75 mm 
0,58 “

Weight:

19,94 gr / 0,7 oz

Integrates Solo Port Technology, 
featuring dual inflation modes (oral and via LP hose), 

manual exhaust, and overpressure functionality 

L I D  D E S I G N

E01 SOLO

14,75 mm 
0,58 “

E01 Solo Lid

E01 Solo TE

s y s t e m  f e a t u r e s

PULL KNOB
MOUTH PIECE

T Y P E  E
Type E P.Knob

36 mm / ~1.42” of pipe 
extension, designed 

specifically for oral use, 
offering simple and reliable 

functionality

F L A N G E
F I T

E01
S ERIES

FLANGES

E01 Series Flanges Fit
Flange diameter ~35 mm / ~1.38” 

Low profile 
Min collar height ~5.4 mm / ~0.21” 
Trapezoidal thread, 1.5 mm pitch

E X H A U S T
C A P A C I T Y

250
l/m

250 L/min 
maximum exhaust 

capacity

E01

S O L O

L I D
D E S I G N

Y
G

OLONHC

E
T   

  
  

  T
EC H N O L OG

Y        

PATENTED

S O L O
P O R T

T E C H N O L O G Y

E01 Solo Lid
Solo Lid with integrated 
Solo Port Technology: 
Advanced fluid control 

with overpressure 
system and dual inflation  

(oral and LP hose) in a 
compact device.

S O L O
P O R T

T E C H N O L O G Y

extends the pipe by 36 mm / ~1.42”, 
designed specifically for oral use

P . K N O B  S P E C S

TYPE E

manual exhaust
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Over Pressure Valves > Series:		 Type: Over Pressure Valves > Series:		 Type:
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OPV

E01
SOLO TF

O.P.V. 
E01 SOLO
TYPE F

Fits E01 Series 
Flanges

a v a i l a b l e c o n f i g u r a t i o n s

pu  l l k no  b s  /  m outhpiece       

E01 Solo TF

S O L O
P O R T

T E C H N O L O G Y

O.P.V.  E01 SOLO 
TYPE F

E01 solo seri es -  Features patented Solo Port Technology, delivering advanced 
fluid management in a single compact device. It integrates dual inflation modes 
(oral and via LP hose), manual exhaust, and overpressure functionality, providing 
reliable control and adaptability in a streamlined system.
Type F P.Knob - 64 mm / ~2.52” of pipe extension, supports both LP hose and oral 
use, offering greater versatility and balanced functionality.

E01 Seri es -  flange specs -  Designed for the E01 series flanges: Diameter 35 
mm, Collar height 5-6 mm, Trapezoidal thread with 1.5 mm pitch

E01
Series
O . P . V .

Merging P.Knob and Mouth Piece functions into a unified system that 
serves as both manual exhaust control and extension of the inflation 

pipe, offered in three versions for varying functional needs.

36 mm ~1.42” 71 mm ~2.80”64 mm /  2.52”

Type E
36 mm / ~1.42” of pipe 
extension, designed 

specifically for oral use, 
offering simple and reliable 

functionality

Type G
71 mm / ~2.80” of pipe 

extension, supports both 
LP hose and oral use, fea-
turing a metal alloy QDC 
for LP hose connection, 

ensuring superior durabili-
ty and reliability.

Type F
64 mm / ~2.52” of pipe 

extension, supports both 
LP hose and oral use, offe-
ring greater versatility and 

balanced functionality.

s i z e  a n d  w e i g h t  s p e c i f i c a t i o n s

114,4 mm 
4,5 “

64 mm 
2,52 “

43
 m

m
1,6

9 
“

14,75 mm 
0,58 “

Weight:

23,96 gr / 0,85 oz

Integrates Solo Port Technology, 
featuring dual inflation modes (oral and via LP hose), 

manual exhaust, and overpressure functionality 

L I D  D E S I G N

E01 SOLO

14,75 mm 
0,58 “

E01 Solo Lid

E01 Solo TF

s y s t e m f e a t u r e s

PULL KNOB
MOUTH PIECE

T Y P E  F
Type F P.Knob

64 mm / ~2.52” of pipe 
extension, supports both LP 
hose and oral use, offering 

greater versatility and 
balanced functionality.

F L A N G E
F I T

E01
S ERIES

FLANGES

E01 Series Flanges Fit
Flange diameter ~35 mm / ~1.38” 

Low profile 
Min collar height ~5.4 mm / ~0.21” 
Trapezoidal thread, 1.5 mm pitch

E X H A U S T
C A P A C I T Y

250
l/m

250 L/min 
maximum exhaust 

capacity

E01

S O L O

L I D
D E S I G N

Y
G

OLONHC

E
T   

  
  

  T
EC H N O L OG

Y       PATENTED

S O L O
P O R T

T E C H N O L O G Y

E01 Solo Lid
Solo Lid with integrated 
Solo Port Technology: 
Advanced fluid control 

with overpressure 
system and dual inflation  

(oral and LP hose) in a 
compact device.

S O L O
P O R T

T E C H N O L O G Y

extends the pipe by 64 mm / ~2.52”, 
supports both LP hose and oral use

P . K N O B  S P E C S

TYPE F

manual exhaust
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Over Pressure Valves > Series:		 Type: Over Pressure Valves > Series:		 Type:
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OPV

E01
SOLO TF

O.P.V. 
E01 SOLO
TYPE F

Fits E01 Series 
Flanges

a v a i l a b l e c o n f i g u r a t i o n s

pu  l l k no  b s  /  m outhpiece       

E01 Solo TF

S O L O
P O R T

T E C H N O L O G Y

O.P.V.  E01 SOLO 
TYPE F

E01 solo seri es -  Features patented Solo Port Technology, delivering advanced 
fluid management in a single compact device. It integrates dual inflation modes 
(oral and via LP hose), manual exhaust, and overpressure functionality, providing 
reliable control and adaptability in a streamlined system.
Type F P.Knob - 64 mm / ~2.52” of pipe extension, supports both LP hose and oral 
use, offering greater versatility and balanced functionality.

E01 Seri es -  flange specs -  Designed for the E01 series flanges: Diameter 35 
mm, Collar height 5-6 mm, Trapezoidal thread with 1.5 mm pitch

E01
Series
O . P . V .

Merging P.Knob and Mouth Piece functions into a unified system that 
serves as both manual exhaust control and extension of the inflation 

pipe, offered in three versions for varying functional needs.

36 mm ~1.42” 71 mm ~2.80”64 mm /  2.52”

Type E
36 mm / ~1.42” of pipe 
extension, designed 

specifically for oral use, 
offering simple and reliable 

functionality

Type G
71 mm / ~2.80” of pipe 

extension, supports both 
LP hose and oral use, fea-
turing a metal alloy QDC 
for LP hose connection, 

ensuring superior durabili-
ty and reliability.

Type F
64 mm / ~2.52” of pipe 

extension, supports both 
LP hose and oral use, offe-
ring greater versatility and 

balanced functionality.

s i z e  a n d  w e i g h t  s p e c i f i c a t i o n s

114,4 mm 
4,5 “

64 mm 
2,52 “

43
 m

m
1,6

9 
“

14,75 mm 
0,58 “

Weight:

23,96 gr / 0,85 oz

Integrates Solo Port Technology, 
featuring dual inflation modes (oral and via LP hose), 

manual exhaust, and overpressure functionality 

L I D  D E S I G N

E01 SOLO

14,75 mm 
0,58 “

E01 Solo Lid

E01 Solo TF

s y s t e m f e a t u r e s

PULL KNOB
MOUTH PIECE

T Y P E  F
Type F P.Knob

64 mm / ~2.52” of pipe 
extension, supports both LP 
hose and oral use, offering 

greater versatility and 
balanced functionality.

F L A N G E
F I T

E01
S ERIES

FLANGES

E01 Series Flanges Fit
Flange diameter ~35 mm / ~1.38” 

Low profile 
Min collar height ~5.4 mm / ~0.21” 
Trapezoidal thread, 1.5 mm pitch

E X H A U S T
C A P A C I T Y

250
l/m

250 L/min 
maximum exhaust 

capacity

E01

S O L O

L I D
D E S I G N

Y
G

OLONHC

E
T   

  
  

  T
EC H N O L OG

Y       PATENTED

S O L O
P O R T

T E C H N O L O G Y

E01 Solo Lid
Solo Lid with integrated 
Solo Port Technology: 
Advanced fluid control 

with overpressure 
system and dual inflation  

(oral and LP hose) in a 
compact device.

S O L O
P O R T

T E C H N O L O G Y

extends the pipe by 64 mm / ~2.52”, 
supports both LP hose and oral use

P . K N O B  S P E C S

TYPE F

manual exhaust
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OPV

E01
SOLO TG

O.P.V. 
E01 SOLO
TYPE G

Fits E01 Series 
Flanges

a v a i l a b l e  c o n f i g u r a t i o n s

pu  l l  k no  b s  /  m outhpiece       

36 mm ~1.42” 71 mm ~2.80”64 mm / 2.52”

E01 Solo TG

S O L O
P O R T

T E C H N O L O G Y

O.P.V.  E01 SOLO 
TYPE G

E01 solo seri es -  Features patented Solo Port Technology, delivering advanced 
fluid management in a single compact device. It integrates dual inflation modes 
(oral and via LP hose), manual exhaust, and overpressure functionality, providing 
reliable control and adaptability in a streamlined system.
Type G P.Knob - 71 mm / ~2.80” of pipe extension, supports both LP hose and oral 
use, featuring a metal alloy QDC for LP hose connection, ensuring superior dura-
bility and reliability.

E01 Seri es -  flange specs -  Designed for the E01 series flanges: Diameter 35 
mm, Collar height 5-6 mm, Trapezoidal thread with 1.5 mm pitch

E01
Series
O . P . V .

Type E
36 mm / ~1.42” of pipe 
extension, designed 

specifically for oral use, 
offering simple and reliable 

functionality

Merging P.Knob and Mouth Piece functions into a unified system that 
serves as both manual exhaust control and extension of the inflation 

pipe, offered in three versions for varying functional needs.

Type G
71 mm / ~2.80” of pipe 

extension, supports both 
LP hose and oral use, fea-
turing a metal alloy QDC 
for LP hose connection, 

ensuring superior durabili-
ty and reliability.

Type F
64 mm / ~2.52” of pipe 

extension, supports both 
LP hose and oral use, offe-
ring greater versatility and 

balanced functionality.

s i z e  a n d  w e i g h t  s p e c i f i c a t i o n s

121,4 mm
4,78 “

71 mm 
2,8 “

43
 m

m
1,6

9 
“

14,75 mm 
0,58 “

Weight:

32,19 gr / 1,14 oz

Integrates Solo Port Technology, 
featuring dual inflation modes (oral and via LP hose), 

manual exhaust, and overpressure functionality 

L I D  D E S I G N

E01 SOLO

14,75 mm 
0,58 “

E01 Solo Lid

E01 Solo TG

s y s t e m  f e a t u r e s

PULL KNOB
MOUTH PIECE

T Y P E  G
Type G P.Knob

71 mm / ~2.80” of pipe 
extension, supports both LP 
hose and oral use, featuring 

a metal alloy QDC for LP 
hose connection, ensuring 

superior durability and 
reliability.

F L A N G E
F I T

E01
S ERIES

FLANGES

E01 Series Flanges Fit
Flange diameter ~35 mm / ~1.38” 

Low profile 
Min collar height ~5.4 mm / ~0.21” 
Trapezoidal thread, 1.5 mm pitch

E X H A U S T
C A P A C I T Y

250
l/m

250 L/min 
maximum exhaust 

capacity

E01

S O L O

L I D
D E S I G N

Y
G

OLONHC

E
T   

  
  

  T
EC H N O L OG

Y        

PATENTED

S O L O
P O R T

T E C H N O L O G Y

E01 Solo Lid
Solo Lid with integrated 
Solo Port Technology: 
Advanced fluid control 

with overpressure 
system and dual inflation  

(oral and LP hose) in a 
compact device.

S O L O
P O R T

T E C H N O L O G Y

extends the pipe by 71 mm (~2.80”), 
supports both LP hose and oral use,

featuring a metal alloy QDC

P . K N O B  S P E C S

TYPE G

manual exhaust
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OPV

E01
SOLO TG

O.P.V. 
E01 SOLO
TYPE G

Fits E01 Series 
Flanges

a v a i l a b l e  c o n f i g u r a t i o n s

pu  l l  k no  b s  /  m outhpiece       

36 mm ~1.42” 71 mm ~2.80”64 mm / 2.52”

E01 Solo TG

S O L O
P O R T

T E C H N O L O G Y

O.P.V.  E01 SOLO 
TYPE G

E01 solo seri es -  Features patented Solo Port Technology, delivering advanced 
fluid management in a single compact device. It integrates dual inflation modes 
(oral and via LP hose), manual exhaust, and overpressure functionality, providing 
reliable control and adaptability in a streamlined system.
Type G P.Knob - 71 mm / ~2.80” of pipe extension, supports both LP hose and oral 
use, featuring a metal alloy QDC for LP hose connection, ensuring superior dura-
bility and reliability.

E01 Seri es -  flange specs -  Designed for the E01 series flanges: Diameter 35 
mm, Collar height 5-6 mm, Trapezoidal thread with 1.5 mm pitch

E01
Series
O . P . V .

Type E
36 mm / ~1.42” of pipe 
extension, designed 

specifically for oral use, 
offering simple and reliable 

functionality

Merging P.Knob and Mouth Piece functions into a unified system that 
serves as both manual exhaust control and extension of the inflation 

pipe, offered in three versions for varying functional needs.

Type G
71 mm / ~2.80” of pipe 

extension, supports both 
LP hose and oral use, fea-
turing a metal alloy QDC 
for LP hose connection, 

ensuring superior durabili-
ty and reliability.

Type F
64 mm / ~2.52” of pipe 

extension, supports both 
LP hose and oral use, offe-
ring greater versatility and 

balanced functionality.

s i z e  a n d  w e i g h t  s p e c i f i c a t i o n s

121,4 mm
4,78 “

71 mm 
2,8 “

43
 m

m
1,6

9 
“

14,75 mm 
0,58 “

Weight:

32,19 gr / 1,14 oz

Integrates Solo Port Technology, 
featuring dual inflation modes (oral and via LP hose), 

manual exhaust, and overpressure functionality 

L I D  D E S I G N

E01 SOLO

14,75 mm 
0,58 “

E01 Solo Lid

E01 Solo TG

s y s t e m  f e a t u r e s

PULL KNOB
MOUTH PIECE

T Y P E  G
Type G P.Knob

71 mm / ~2.80” of pipe 
extension, supports both LP 
hose and oral use, featuring 

a metal alloy QDC for LP 
hose connection, ensuring 

superior durability and 
reliability.

F L A N G E
F I T

E01
S ERIES

FLANGES

E01 Series Flanges Fit
Flange diameter ~35 mm / ~1.38” 

Low profile 
Min collar height ~5.4 mm / ~0.21” 
Trapezoidal thread, 1.5 mm pitch

E X H A U S T
C A P A C I T Y

250
l/m

250 L/min 
maximum exhaust 

capacity
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E01 Solo Lid
Solo Lid with integrated 
Solo Port Technology: 
Advanced fluid control 

with overpressure 
system and dual inflation  

(oral and LP hose) in a 
compact device.

S O L O
P O R T

T E C H N O L O G Y

extends the pipe by 71 mm (~2.80”), 
supports both LP hose and oral use,

featuring a metal alloy QDC

P . K N O B  S P E C S

TYPE G

manual exhaust


