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OPV

P01
SHIELD

O.P.V. 
P01 SHIELD 
STONE PLUS

Fits P01 Series 
Flanges

a v a i l a b l e c o n f i g u r a t i o n s

o v er  pressure        settin      g s

0,18 bar

2,61 psi

SPRING 1.2

0,24
3,48

SPRING 1.4

bar

psi

pu  l l k no  b s

Type A Type B Type C

34 mm
1,34 “

37,5 mm
1,48 “

19 mm
0,75 “

29,5 mm
1,16 “

22 mm
0,87 “

33,5 mm
1,32 “

conic coil
spring dynamics

P01 stone
lid   d e si  g n

s e c t o rs e c t o r
pl  a t e  profil      e

slot-fitslot-fit
g a s k e t  typ   e

P01 Shield - Stone PLUS

S H I E L D
T E C H N O L O G Y

O.P.V.  P01 SHIELD 
STONE PLUS

P01 PLUS sh ield seri es -  Based on the durable design of the P01 PLUS Classic Series, 
featuring patented Shield Technology, a cutting-edge protection system engineered to 
shield against particulates and debris, ensuring valve integrity and functionality in the har-
shest dive conditions, such as wreck and cave diving.
stone lid design - Stone Lid with integrated Shield Technology: Unmatched pro-
tection against debris.

P01 Seri es -  flange specs -  Designed for the P01 series flanges: Diameter 53 
mm, Collar height 13-14 mm, Trapezoidal thread with 3 mm pitch, 8-sector inter-
face.

P01
Series
O . P . V .

S H I E L D
T E C H N O L O G Y

s i z e  a n d  w e i g h t  s p e c i f i c a t i o n s

62,6 mm
2,46 “

22 mm
0,87 “

Weight:

36,9 gr / 1,3 oz

Stone lid with integrated Shield Technology, 
features conic coil and slot-fit gasket for space efficiency 

and sector plate for airflow enhancement, 
designed for a maximum exhaust capacity of 400 L/min

compatible with P01 Series flanges
for a standard profile height.

O . P .  V A L V E  S P E C S

O.P.V. P01 SHIELD STONE PLUS

22 mm
0,87 “

P01 SHI Stone Lid

P01 Shield - Stone PLUS

S H I E L D
T E C H N O L O G Y

Cutting-edge protection system 
engineered to shield against particulates and debris, 

ensuring valve integrity and functionality 
in the harshest dive conditions, 
such as wreck and cave diving.
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E X H A U S T
C A P A C I T Y

400
l/m
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GASKET PLATE
P R O F I L E

sectorsector

S P R I N G
D Y N A M I C S

conic
coil

Slot -fit Gasket
Features a dedicated lot 
for the cord knot, mini-

mizing the overall profile 
for compact assembly

Sector Plate
sector-shaped profile 
optimized for airflow 

enhancement

Conic Coil Spring
Tapered spring maximi-
zes space efficiency and 

enhances operational 
range, allowing for incre-
ased flow and reduced 

valve profile

P01 Series Flanges Fit
Flange diameter ~53 mm / ~2.09 “ 

Standard Profile
Min. collar height ~14 mm /~0.55 “

Trapezoidal thread, 3 mm pitch
8-Ridge alternating interlock 

coupling section

P01 Stone Lid + Shield
Stone Lid with integra-
ted Shield Technology: 
Unmatched protection 
against debris for valve 
integrity in the harshest 

dive conditions

400 L/min 
maximum exhaust 

capacity
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