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KEEN PIPE/ELBOW - Simple elbow connector with Keen profile, offering a low-pro-
file elliptical hose interface. Minimizes bulk while maintaining a secure and stable
connection, perfect for users preferring a streamlined design.

SHARP NUT DESIGN - Strong, clear-cut profile, for a sleek and technical look.

SERIES

03 SERIES - FLANGE SPECS - Designed for the PO3 series flanges: Diameter 53
mm, Collar height O-1 mm, Trapezoidal thread with 2.5 mm pitch, 5-sector interfa-
ce. Optimized for ultra-flat profiles using Core-Sink TECHNOLOGY

PARTS

Pipe PO3/4 Keen
Elbow connector featuring
elliptical hose interface and
5-Ridge alternating interlock
coupling section compatible
with all keen nut and flanges
in the PO3 & P04 series.

Fits PO3 Series
Flanges

SPECIFICATIONS

PO3 KEE Sharp Nut
Strong, clear-cut profile
compatible with all keen
connectors and flanges in

the PO3 series.

P03/4 Ring Gasket
Silicone ring gasket com-
patible with all connec-
tors and flanges in the
PO3 & P04 series.
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Pipe connector

PO3 Series Flanges Fit

~SINK TECHNOLOGY

Keen Profile Construction

P03 Sharp Nut



