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Straightforward Elbow Connector 
Features a keen construction 

with an elliptical hose interface, 
minimizing bulk and reducing snagging risks.

Compatible with T02 Series Flanges

C O N N E C T O R  S P E C S

KEEN T02 ELBOW

bold design, merging massiveness 
with modern aesthetics

N U T  D E S I G N

T02 STONE NUT

P R O F I L E
CONSTRUCT ION

K E E N

s i z e  a n d  w e i g h t  s p e c i f i c a t i o n s

12,4 mm 
0,49 “

55,8 mm
2,2 “

23 m
m

0,91 “

19.2 mm
0,76 “16 m

m
0,63 “

28 mm
1,1 “

Weight:

32 gr / 1,13 oz 

12,4 mm 
0,49 “

T02 KEE Stone nut

28 mm 
1,1 “

Pipe T02 Keen

s y s t e m f e a t u r e s

CONNECTOR
S Y S T E M

P I P E

N U T
D E S I G N

S T O N E
T02

Pipe connector 
straightforward elbow/pipe 

interface

Keen Profile Construction
Low-profile design,   

with elliptical hose interface

T02
S ERIES

FLANGES

F L A N G E
F I T

12

T02 Series Flanges Fit
Flange diameter ~48 mm / ~1.77 “ 

Standard profile 
Min collar height 13 mm / ~0.48 ”

Trapezoidal, 2 mm pitch
Dodecagonal coupling section.

T02 Stone Nut
Bold, robust design merging 
massiveness and durability.

T02 Pipe Keen Stone

PIPE 
T02 KEEN 
+ STONE NUT

Fits T02 Series 
Flanges

p a r t s s p e c i f i c a t i o n s

Pipe T01/2 Keen
Elbow connector featuring 
elliptical  hose interface 

and dodecagonal coupling 
section compatible with 

all keen nut and flanges in 
the T01 & T02 series.

T01/2 Ring Gasket 
Silicone ring gasket com-
patible with all connec-
tors and flanges in the 

T01 & T02 series.

KEEN ( S T O)

PIPE

T02

T02 KEE Stone Nut
bold design, merging 

massiveness with modern 
aesthetics compatible 

with all keen connectors 
and flanges in the T02 

series.

PIPE T02 KEEN
+ STONE NUT

keen p ipe/elbow - Simple elbow connector with Keen profile, offering a low-pro-
file elliptical hose interface. Minimizes bulk while maintaining a secure and stable 
connection, perfect for users preferring a streamlined design. 
stone nut design - Bold, robust design merging massiveness and durability.

T02 Seri es -  flange specs -  Designed for the T02 series flanges: Diameter 
48 mm, Collar height 12-14 mm, Trapezoidal thread with 2 mm pitch, Dodecagonal 
interface.

T02
Series
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