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TOTAL RELIABILITY

The JO1 series enhances performance with its second-generation piston system,
engineered with redefined component profiles that significantly reduce encru-
station and scale build-up, ensuring smoother airflow and long-lasting reliabili-
ty. Featuring the patented LOCK SYSTEM, it enables quicker and easier
maintenance, while its 22mm ergonomic control buttons ensure enhanced usa-
bility. Tailored for technical divers, the JO1 series provides exceptional precision
and durability, making it an ideal solution for demanding dives where control and
reliability are critical.

* Crafted with preci-
sion-machined metal
lloy buttons and internal
components, this con-
figuration guarantees
matched durability and
enduring performance.

JO1K

Equipped with high-per-
formance polymer buttons

and internal componen-

ts, offering enhanced

low-temperature respon-
siveness and exceptional

resistance to scale and

encrustation.

JOIM

Designed for military
applications, this configu-
ration combines high-per-

formance polymers and
special low-magnetic-si-
gnature metal alloys for
optimal durability and
stealth (Grade A).
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Inflate Button

Diameter: 22mm / 0.87"

INFLATION SPECS

ADVANCED CONTROL
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Force
3 Kg. Inflation
Actuation Force
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MIN MAX
4 Levels of Inflation
Flow Gradient

Edge Lock System 2nd Gen Piston

FINE-TUNED PERFORMANCE

FEATURES
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Exhaust Button
Diameter: 22mm / 0.87"

SERIES BUTTONS PROFILE

ERGO-TOUCH

KG 884 BOND-SEAL
SYSTEM
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Force
3 Kg. Exhaust
Actuation Force

Bondseal - Exhaust
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60 -350""

MIN MAX
4 Levels of Exhaust
Flow Gradient
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*For a detailed description of the test parameters and conditions, please refer to the Testing Procedures section of this catalog



