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Rapid exhaust valve system
Features a classic construction 
with cylindrical hose interface 

Compatible with P01 Series Flanges

C O N N E C T O R  S P E C S

CLASSIC P01 R.E.V.

Anti-slip, Ridge-based design
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CONNECTOR
S Y S T E M

R . E . V .

s i z e  a n d  w e i g h t  s p e c i f i c a t i o n s

23 m
m

0,91 “

56,2 mm
2,21 “

12,75 mm
0,5 “

62,6 mm
2,46 “

Weight:

73,7 gr / 2,6 oz 

19.2 mm
0,76 “

12,75 mm
0,5 “

P01 CLA Ridge nut

56,2 mm
2,21 “

R.E.V. P01 Classic

s y s t e m f e a t u r e s

R.E.V. connector 
Manual activation 

rapid exhaust valve system 
for enhanced safety and control. 

Classic Profile Construction
Classic profile construction fea-
turing cylindrical hose interface

Ridge Nut
Anti-slip, 

Ridge-based design

P01 Series Flanges Fit
Flange diameter ~53 mm / ~2.09 “ 

Standard Profile
Min. collar height ~14 mm /~0.55 “

Trapezoidal thread, 3 mm pitch
8-Ridge alternating interlock 

coupling section

P01 R.E.V. Classic Ridge

REV

P01
CLASSIC (RID)

R.E.V. 
P01 CLASSIC 
+ RIDGE NUT

p a r t s s p e c i f i c a t i o n s

Fits P01 Series 
Flanges

R.e.v. P01 Classic
Rapid exhaust valve sy-

stem featuring cylindrical 
hose interface and 8-Ridge 
alternating interlock cou-
pling section compatible 
with all classic nut and 

flanges in the P01 series.

P01 CLA Ridge Nut
Anti-slip, Ridge-based 

design compatible with 
all classic connectors and 
flanges in the P01 series.

P01 Ring Gasket 
Silicone ring gasket com-
patible with all connec-
tors and flanges in the 

P01 series.

R.E.V.  P01 CLASSIC 
+ RIDGE NUT

P01
Series
R . E . V .

class ic rap id exhaust valve -  Simple manual exhaust valve with Classic profile, 
featuring a traditional cylindrical hose interface. Ensures robustness and stability 
for straightforward, reliable use.
ridge nut design - Anti-slip surface, ridge-based design for enhanced grip and stability.

P01 Seri es -  flange specs -  Designed for the P01 series flanges: Diameter 53 
mm, Collar height 13-14 mm, Trapezoidal thread with 3 mm pitch, 8-sector inter-
face.
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